
PG700 Dimensional Drawings
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PG-700 (floor mounting)
Main Unit
0.35 kg  0.77 lb
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PG-700 (bulkhead mounting)
Main Unit
0.35 kg  0.77 lb
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PG-500/C-500 0.3 kg  0.7 lb
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PG-700 (bulkhead mounting) Main Unit 0.35 kg  0.77 lb 

SPECIFICATIONS OF HEADING SENSOR

INTEGRATED HEADING SENSOR

PG700

GENERAL
Heading Accuracy ±1.0° (horizontal), 

±10.0° (within 30°), 
±20.0° (within 45°)

Heading resolution 0.1°
Follow-up 30°/s rate-of turn
Correction Deviation   Automatic by swinging the boat
INTERFACE
Port CAN bus: 1
Output 065284, 127250
Input 059904, 060928, 061184, 126720, 126208, 130818, 165283
ENVIRONMENT
Temperature -15°C to 55°C
Waterproofing IP55
Power Supply

9-16 VDC (LEN=3)

PG700 (floor mounting) Main Unit 0.31 kg  0.7 lb 

INTEGRATED HEADING SENSOR

PG500R

GENERAL
Heading Accuracy ±1.0° (horizontal)
Heading resolution 0.1°
Follow-up 25°/s rate-of turn
Correction Deviation   Automatic by swinging the boat

Variation   Automatic through GPS navigator or manual with RD-30.
INTERFACE
I/O Port Input 1 port

Output 2 ports (one port drives 3 outputs)
Output FURUNO AD-10 format, IEC 61162-1 (NMEA0183 Ver2.0)

HDG, HDT, HDM
Input IEC 61162-1 (NMEA0183 Ver1.5/2.0)

RMC, VTG
Data Update AD-10 formatted 25 ms

IEC 61162-1 (NMEA0183) 100 ms, 200 ms or 1 s selected
ENVIRONMENT
Temperature -15°C to 55°C
Waterproofing IPX5 (IEC 60529), CFR-46 (USCG standard)
Power Supply

12-24 VDC: 120-30 mA

PG500R 0.3 kg  0.7 lb 
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