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Do not tighten up until camera
setup is complete (see step 2
B ———
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OSCAR Offshore 320 & 640

P

V.U. INSTALLATION

or Spring
washer

Use Threadlock

If necessary, use

the Windsensor
Bracket included

in installation kit
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OSCAR Offshore 320 & 640
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: VU Data (4 twisted pair) |

: VU Power 136VI | !
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'L /| NMEA 2000

\___O_n/l_nl\fst_____’/
Power supply
12/24v
(fuse 5A)
DATA out (To MFD*, Router, PC)
*Router is needed for B&G's MFD
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OSCAR Offshore 320 & 640
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Positive (+)

Pin 2

CONNECTORS INFORMATIONS
e [ Tewer [ feemcle |

White

Negative {-)

Pin 1

Black

J2 PU plug J2 connector Power Cable
Positive (+) Pin 2 # ]
Negative {-) Pin 1 #2

1 orange/white brown
2 orange white
3 green,/white green
4 blue yellow
5 blue /white blue
6 green red
7 brown/white pink
8 brown grey
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OSCAR Offshore 320 & 640
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FIRST START

- Initial configuration must be done by direct ethernet connexion to a pc

im]
&

¢ Dashboard - welcome e —|—

G A Mot securg”| 192.168.1.11:8080/com.bsb-driveline eye-sea.server-development/WebContent/page/welcome.htm 8

hitp:

192.168.1.11/WebContent/page /welcome.himl

Use the following link to access the OSCAR homepage:

Protocohe Intermnet wersion 2 TORIPE) Properties
General

‘You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(_) Obtain an IF address automatically

(@) Use the following IP address:
192 .168. 1 . 2
P55 .255.255. 0

IP address:

Subnet mask:

Default gateway:

Obtain DNS server address automatically

(@) Use the following DNS server addresses:

. ]
[ . . ]

Advanced...

Preferred DNS server:

Alternative DNS server:

[validate settings upon exit

Cancel

Static IP address must be set

manually
IP address: 192.168.1.2
Subnet mask: 250.250.250.0

Serial Password

Serial password is a unique, unchangeable
password associated with your OSCAR
system
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Registration

Enter serial password received after
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http://192.168.1.11/WebContent/page/welcome.html
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SYSTEM SETUP

Setting -> System -> Setup -> Boat parameters and camera calibration:

STEP 1

Mast rake {boof to mast ar|g|e} [
2
20m Camera module mounting heighf [m]

Distance from mast root to the bow (m]

STEP 2:

Camera Setup

Camera Setup

r - - B ‘

Camera Setup

Previous

\-----------------------------------------------------------’
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Tighten Camera Bolts

IDO NOT overtight!
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SYSTEM SETUP

Setting -> System -> Setup -> Boat bus configuration:

STEP 3:

Please select your boat bus connection. Select'NONE if you wish to proceed without a boat bus

NMEA2000
BRAVO
EXOCET
NONE

Select boat network

STEP 4.

Please select the NMEAZ000 source for each of the following parameters:

- Water Temperature ~ No sources found - Roll

- CcOoG No sources found - Speed
- Yaw Precision-9Compass: O - Wind Speed
- Pitch Precision-9Compass: 2. - Date
- Latitude No sources found - Wind Angle
- SOG No sources found - CT .

A )
- Heading Precision QCSmpasg_ 309

Time

s----------------------------------------------------------_’
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Precision-@Compass: 0.8 © - Mast Rotation No sources found
No sources found - longitude No sources found
No sources found
No sources found
No sources found

Precision-9Compass: O
deg/s

No sources found

Select data from boat

network
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OSCAR Offshore 320 & 640

e |PV4 setting:
hitps://www.dropbox.com/s/83oaavk?6kdc 1 yg /IPv4%20setting.mkved|=0
e Camera setup:
hitps://www.dropbox.com/s/y2nlz5a5cig0o/0/Camera%20setup.mp42d|
=0
BSB MARINE Port la Forét
29940 La Forét-Fouesnant | France
+33 (0) 298 514 000
service@bsb-marine.com
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https://www.dropbox.com/s/83oaavk96k6c1yq/IPv4%20setting.mkv?dl=0
https://www.dropbox.com/s/y2nlz5a5cfg0o7o/Camera%20setup.mp4?dl=0
https://www.dropbox.com/s/y2nlz5a5cfg0o7o/Camera%20setup.mp4?dl=0

